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VEZETEK NELKULI MOZGASERZEKELO SZENZOR

VEZETEK NELKULI MOZGASERZEKEL® SZENZOR
CH-WZB-PMS-100
v1.0.0

Termékjellemzdk:

Feluleteken elhelyezhetd, elemes (CR2450) mozgasérzékeld szenzor
Protokoll [ZigBee 3.0

Erték
Paraméter Mértékegysé
Jellemzd 9yseg
Erzékelési tavolsag 7 m
Erzékelés szoge 170 °
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@ chameleon® MUSZAKI ADATLAP

VEZETEK NELKULI MOZGASERZEKELO SZENZOR

Kornyezeti jellemzék Logisztikai adatok

IP védettség IP20 Témeg 969
Mkaédési Hémérséklet -10°C - +50°C Méret 74x59x58 mm

CE tanusitvany szama:

LCS2000715109AE

Termék elérheté itt:
£ Available on the
[ App Store
1 GETITON
» Google Play

Toltse le a Chameleon mobilalkalmazast!
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e chameleon”®

A jové okosotthona

MUSZAKI ADATLAP

VEZETEK NELKULI MOZGASERZEKELO SZENZOR

Rajzok

Attach the main body to the base using theadhasive
protective film.

Il(f [f/

Bottomn Silicon Fad

; = Rermove the adhasive
| protective film and
| agttach the main body

/ to the base.

~—
-
"
[~
- Remove the adhesive
[~ protective film from the
B 2 :E base and attach to
L wall or ceiling
|,
g
gy
ey SN H —
AN Isl=!
v TEy A f

Tha bonding surface must be
clean, dry and smooth without
rust,stain or dust.
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The VHB double-sided tapa
creates a strong bond quickhy,
which can reach full strength after
72 Hours. During this period, do
not parform structural cperations.
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For a better bonding effect, apply
force to the adhesive and

bonding surface to secure the bond.

The tape requires a minimum
application temperature of 10°C.
A low temperature will decrease
the adhesivenass of the tape and

slow down drying.
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